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Phillips Spring Hammer 
Drills 


Phillips Spring Hammer Drills 
for drilling concrete, brick and stone, 
walls, floors and ceilings, for expan- 
sion shields, anchors, ¢t¢., are made 
in a number of sizes to bést meet the. 
requirements of the different trades. 


The No. 4 hammer, furnished com- 


recommended “for drilling upward 
holes in concrete ceilings and through 
Self Drilling Expansion Shells-in 
ceilings. 


It has a 14-inch gas pipe extension 
which rests onthe floor and carries 
the hammer when drilling. This ex- 
tension is telescopically adjustable 
to accommodate variations in ceiling 
height, and by adding necessary pipe 
any height ceiling can be drilled. The 
spring in extension is under com- 
pression when hole is started and 
automatically feeds the drill. The 


upright so that it stands alone. 


The No. 4 spring hammer drills 
all size holes 34 to 1} inches, inclu- 
sive... List price without hold down 
lever, $50.00. .- 


The No. 4 spring hammer with 
hold down. lever is recommended for 
installing all size rod hanger shells 
% to % inch, inclusive, in concrete 

ceilings. List price with lever, $55.00. 
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| Number 2 and 3 Spring Hammers 


The number 2 and 3 spring: hammers, furnished with 
breast. plate, as shown, are lighter tools of different capac- 
for dulling side holes in wall 
1 ; e used for drilling ceil- 
ings by taking off the breast plate and attaching the 


ities and recommen 
illustration. These hammers can 


extension. 3 


\Y-inch s 


rill shell. 


and %-inch se 


Phillips Spring 
Hammer Drill 
in Operation 


Installing 
Self-Drilling 
Expansion 


Shells using 
Hold Down 


List price No. 2 spring ham- 
mer, without extension. . .$26.00 


List price No. 2 spring 
mer, with extension..... $ 


Capacity. gine hole and 
elf- 


List price No. 3 spring ham- 
mer, without extension... .$31.00 
List price No. 3 spring ham- 
mer, with extension. a ; »§$40. 00 


Capacity 11-inch hole and 
té-drill ob ‘ils. “a 


Star Points Hollow Points 
Size Length | Price Size | Length | Price 
ey 3 $1.00 5 3 | $1.05 
36 § 3 1.00 uh 3 1.05 
ss | 3 1.05 4 3 | 1,05 
i { 3 1:05 rr 3 1.15 
os 3 1.05 yA 34 | 1.30 
ei 3 1.05 a8 3 | 1.35 
1K 30 | a 
14 4% | 1.85" 
13% 5 2.50 
1% 5 2.15 


Note.—Star and hollow points are made sufficiently 
long for standard expansion 5 ells. 


Taper Shank Hollow Drills 


Size |_Lensth. Inches_|| Size Length, Inches 

Inches 8 | 18 inches | 8 (8 
5 

y $1.60 | $2.00 \ $2.25 | $2.6 
4 1:70 | 2.10 1% | 2.40 2H 
34 1.80 2.20 14% | 2.50 1 
1.90 2.30 134 | 3.00 4 

% 2.00 2.40 144 | 3.50 | % 

% 2.10 2.50 


Note.—Hollow Drills for drilling through foo are 


i o lengths. We are prepar Poe 
Se ee lince ok leniger fengths up to 30 inches, also ue 
mediate sizes on short notice. 2 ob 
These drills can be resharpened a number of st 
recutting teeth and flaring for clearance. /Viace 
grade tool steel. 


Taper Shank Star Drills 


ch, Teche, 

Size Length, Inches Size us ; 7 
Inches 8 18 Inches ee 
$1.25 $1.4 
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Note.—Phillips Spring Hammer chuck fits any bans 
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Phillips: Self Drilling Expansion Shells 

The Phillips Self Drilling Expansion Shell recom- 
mended for fastening various equipment to concrete 
and stone, and to brick where laid up in cement 
mortar, is a combination steel expansion shell and 
drill, consisting of but two parts, the shell and tapered 

, Plug or expander. Each shell makes its own hole and 
is then expanded in the hole and utilized as a fastening, 


thus eliminating the expense of drills and the labor lost 
in the use of dull ones, 


After the hole is 
drilled to depth the shell is withdrawn and the tapered 
shell and plug are 
plug against bottom 
This cuts the hole 
larger at the bottom and at the same time enlarges the 


shell to a hard and tight fit, virtually putting a head 
on the shell that prevents pulling out. 

They have internal U. S. Standard Threads for rods, 
etc., for fastening all kinds of 
bolting timbers, etc., to concrete. 
Quickly installed with Phillips Spring Hammer or by hand. 


Boltin 
to 


Flush Shells 


Price List and Specifications Viatetiaty 
SS 


Out- No. | Price 
Bolt side Price of | Each 
ize | Diam.!Length [Length | per Shell | __ of 


° of 00 {Holder Hold- 
Shell |Thrds. Shells |Inches/ ers 


Shell Shell 
Inches] Inches Inches | Inches 


Mier. pore : Bagge 


Holder 


for Flush Shells 
. This holder with the flush shell 


18 an excellent combination for 


cretening anything to concrete or THIS HAND CHUCK fits an 


, mechanics, power and nabd:. (E 
al p ’ Pand apart- 
uildings. 
See above list for sizes and 
Prices, 


asing. 
_ 1—Eight-Tooth Ratchet. 
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Parts for Phillips Spring Hammers 


When ordering parts give letter and name, and specify size of 
hammer for which Parts are wanted. 


emer Chuck for Taper shank SRS lt Shaft, 
8. —rFrlug. 
B—Plunger. L—Coupling Bolt. 
Hammer Spring. —Coupling. . 
B ‘ ranks, _ 


P—Extension Pipe. 
tension Spring. 

—-Extension Tube. 
tension Collars, 
Extension pipe P is standard 1 34-inch gas pipe. 


Rod Hanger Shells 


Price List and Specifications 


Out- |] aod 
~ Bolt | side |” 
ize | Diam./Length th 

of of | of {| o 
Sheil | Shell.| Shell | Thrds. 


jepenes a, a 3 Inches| Inches| Inches | Inches 
4 4 1% ¢ +0 “00 3 2:00 Ceiling Plate 
gE |e] Bal g | 2B Ecos pe 1 ! 
| Inches! Balt [Plates 


Shell Chuck 


See above list for size and price-~- - 


The shell chuck has a tapered 
socket to receive the tapered end 
of shell and hold it rigid and with- - - 
out injury during the drilling and 
expanding operations. 
quickly removed from chuck by 
putting the key in top cross hole 
and giving it a short turn. 


t 
Shell ic (ie 3 | 
: { 


